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CHAPTER

1

Cisco FindIT Network Management Overview
This chapter contains the following sections:
• About Cisco FindIT Network Management , page 1
• Audience, page 1
• System Requirements for Cisco FindIT Network Management, page 2

About Cisco FindIT Network Management
The Cisco FindIT Network Management is a tool which helps you monitor and manage your Cisco Small
Business network easily using your web browser. FindIT Network Management automatically discovers and
tracks your network, and allows you to configure and monitor all supported Cisco Small Business devices. It
also notifies you the availability of firmware updates, and about any devices that are no longer under warranty
or covered by a support contract.
FindIT Network Management is a distributed application which comprises of two separate components or
interfaces: one or more Agents referred to as FindIT Network Agent and a single Manager called as FindIT
Network Manager.
An instance of FindIT Network Agent installed at each site in the network, performs network discovery and
communicates directly with each Cisco Small Business device. In a single site network, you may choose to
run a standalone instance of FindIT Network Agent, but if your network comprises multiple sites, you may
install FindIT Network Manager at a convenient location and associate each Agent with the Manager. From
the Manager interface, you can get a high-level view of the status of all the sites in your network, and connect
to the Agent installed at a particular site when you wish to view a detailed information for that site.
For more details on the FindIT Network Manager, refer to the following sections in this user guide.

Audience
This guide is primarily intended for site administrators who are responsible for Cisco FindIT Network
Management software installation and management.
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System Requirements for Cisco FindIT Network Management
Your PC must meet the following requirements to run Cisco FindIT Network Management.
• Operating system:
◦Microsoft Windows 7, 8 or 8.1
◦Apple OS X 10.8 or above
• Web browser:
◦Apple Safari version 7 or above (OS X), or version 5 or above (Windows)
◦Google Chrome version 34 or above
◦Microsoft Internet Explorer version 10 or above
◦Mozilla Firefox 30 or above
Your network devices must meet the following requirements to be monitored and accessed through
Cisco FindIT Network Management.
• Must be on the same subnet as the PC that is running Cisco FindIT Network Agent
• Must be a Cisco Small Business device with the Bonjour service supported and enabled

Note

See Administration Guide or Online Help for the device
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Getting Started with Cisco FindIT Network
Manager
This chapter contains the following sections:
• Installing Cisco FindIT Network Manager, page 3
• Performing the Initial Setup—Network Manager, page 4
• Performing the Initial Setup—Network Plug and Play, page 5

Installing Cisco FindIT Network Manager
FindIT Network Manageris provided as a virtual machine image, packaged in both the Distributed Management
Task Force’s Open Virtualization Format (OVF), and as a zipped Microsoft Hyper-V virtual machine.
Each of these deployment instructions are discussed in the following sections:
Installing using VirtualBox
1 Download the FindIT Network Manager ova file from www.cisco.com
2 Open VirtualBox and select File > Import Appliance...
3 Follow the prompts and make sure you have selected the downloaded file for the appliance to import .
4 Start the virtual machine
Installing using VMWare
1 Download the FindIT Network Manager ova file from www.cisco.com
2 Open VMWare and select File > Import ...
3 Click Choose file and select the ova file downloaded in step 1
4 Start the virtual machine
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Installing using Hyper-V
1 Download the FindIT Network Manager Hyper-V virtual machine archive from www.cisco.com
2 Unzip the archive to a convenient location on your PC
3 Open Hyper-V Manager and select Action > Import Virtual Machine ...
4 Follow the prompts and make sure you have selected the downloaded file when asked for the location of
the virtual machine.
5 Start the virtual machine.

Performing the Initial Setup—Network Manager
There are a few configuration tasks that can be performed to ensure that the Manager meets your requirements.
Configuring Basic System Settings
To configure basic system settings such as IP addressing and time settings for the Manager, do the following:
1 Navigate to Administration > Platform Settings
2 Specify a hostname for the Manager. The hostname is used to identify the Manager in Bonjour
advertisements and in the FindIT user interface.
3 Optionally, specify the static IP parameters in the fields provided. By default, the Manager should
automatically determine the IP settings using DHCP.
4 Optionally, you can set the Manager to use its internal clock for keeping time, or you can specify your
preferred NTP servers. By default, the Manager should synchronize its clock with public NTP servers.
Creating Users and Changing Passwords
The Manager is initially set up with a single, default username and password.
To add new users, do the following:
1 Navigate to Administration > User Management
2 Click on the plus sign at the top of the Local Users table
3 In the Add User window that appears, specify the username and password to use. Also specify whether
this user is an Administrator or Operator. Administrators have access to all functionality, while Operators
do not have access to the User Management functions.
4 Click OK to create the new user
You may also set up password complexity restrictions on the User Management page. New passwords will
be required to meet these restrictions.
To change your password, do the following:
1 Navigate to Administration > Change Password
2 In the boxes provided, enter your current password, and the new password.
3 Click Save
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Setting Up Licenses
Reviewing Network Map
The Network Map provides you with a high-level view of your network. To access the network map, perform
the following steps:
1 Make sure you have associated your FindIT Network Agents with the Manager as described in section
?????????
2 Click on Network Map in the Manager navigation panel
3 You may click and drag the map to reposition it, and use the plus and minus buttons to zoom in and out
4 Each site with a FindIT Network Agent installed will be displayed as an icon on the map. Each icon
contains a number showing the number of outstanding notifications for that site, and the color of the icon
shows the highest severity level outstanding. Click on an icon to see more details about that site.
5 If multiple site icons overlap, they will be displayed as a circular icon showing the number of sites in that
location. Click on this icon to zoom in and see the individual sites.
6 When you click on a site icon, the Basic Info panel appears showing your more information about that
site. This information includes the site name and address, and a list of outstanding notifications for the
site.
7 You may click on the globe icon in the Basic Info panel to open the user interface for the FindIT Network
Agent at that site in a new window. Your connection to the Agent passes through a secure tunnel between
the Agent and Manager. See Appendix ???????? for more information on security.

Performing the Initial Setup—Network Plug and Play
FindIT Network Manager provides a Network Plug and Play server that allows you to centrally manage
firmware and configuration files for selected Cisco devices. For more information about Network Plug and
Play, see TODO: <insert URL>. To set up Network Plug and Play, perform the following tasks.
Uploading Firmware
1 Navigate to Network Plug and Play > Images
2 Click the Add New button
3 Drag a firmware file from your PC and drop it on the target area of the Upload File window.
Alternatively, click Upload File icon and select a firmware image to upload.
4 Click Upload
You may designate an image as the default image for one or more device types. To designate an image as a
default image, do the following:
1 Click on the image in the Images table
2 Select the platform from the drop-down list
3 Check the check boxes for the devices for which you wish to designate this image as the default image
4 Click Save
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Uploading Configuration Templates
1 Navigate to Network Plug and Play > Configurations
2 Click Add New button
3 Drag a configuration file from your PC and drop it on the target area of the Upload File window.
Alternatively, you can click Upload File icon and select a configuration file to upload.
4 Click Upload.
You can click on the uploaded configuration file to view the file contents if you wish.
Setting up Discovery
In order for network devices to use Network Plug and Play, they first need to discover the Network Plug
and Play server. There are three mechanisms that may be used to provide this information to the devices:
• DHCP: The network device can learn the address of the Network Plug and Play server using DHCP
options ????????? TODO: <Add detail on PNP DHCP options and option format. Include DHCPv6
option detail
• DNS: If the network device does not learn the server address through DHCP, it will attempt to lookup
up a well-known DNS name: pnpserver.localdomain. You may configure your DNS infrastructure to
ensure that this name resolves to the address of the FindIT Network Manager.
• Cisco Redirection Service: Cisco provides a redirection service that the device will query if it is not
able to find the address of the server any other way. To set up the redirection service for your network,
please refer to ?????????? TODO: <refer to external Cisco docs for this maybe>
Registering Devices
To register devices in preparation for installation, do the following:
1 Navigate to Network Plug and Play > Projects
2 Enter the name of an existing project in the search box, or type the name of a new project and click Create
Project button
3 Enter the name, product ID (PID) and serial number of the device to be registered and click Add New
button
4 Click Edit icon for the newly created device and select a firmware image with the configuration file to
use for this device. If you choose Default image as the image, the device will use the image designated
as the default for that device type at the time the device connects to the server.
5 Click Save
Claiming Unclaimed Devices
An unclaimed device is one that has connected to the server, but the server has no registration rule for that
device. To claim an unclaimed device so it can be managed using Network Plug and Play, do the following:
TODO: Steps for claiming unclaimed devices

Cisco FindIT Network Manager Admin Guide
6

CHAPTER

3

FindIT Network Manager— Features and Options
This chapter contains the following sections:
• Using the Cisco FindIT Network Manager GUI, page 7

Using the Cisco FindIT Network Manager GUI
Home window
Figure 1: Cisco FindIT Network Manager Home Page
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Table 1: Cisco FindIT Network Manager Home Page

Name

Description

Navigation pane

Provides access to the Cisco FindIT Network Manager features.

Work pane

Area where the feature interface is displayed.
When you click an option in the Navigation pane, its corresponding window opens
in this area.

Header toolbar

The header toolbar contains the following options:
• A toggle button for expanding and collapsing the navigation pane
• Header text including the site name of the Manager
• The username of the user who has logged into the application
• Language selection drop-down
• A series of icons for functions such as notifications, feedback, context sensitive
help, and logging out

Navigation Pane Options
The Navigation pane provides options to access the major Cisco FindIT Network Manager features.
Table 2: Navigation Pane Options

Icon

Name

Description

Network Map

Displays a geographic map showing the location and status of each
site in the network

Network Plug and This page allows you to manage devices, files, and configurations
Play
necessary for zero-touch deployment of network devices

Reports

Under the Reports heading, you will find a number of reports that
provide life-cycle information about your network devices, including
end of life bulletins, warranty information and service contract
details.

Administration

The Administration pages allow you to maintain the FindIT network
application.
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Header Toolbar Options
The Header toolbar provides access to other system functions and displays system notifications.
Table 3: Header Toolbar Options

Icon

Option

Description

Toggle button

Located on the top left of the header—This toggle button helps to
expand or collapse the navigation pane.

Language Selection This drop-down list allows you to select the language for the user
interface.

Feedback

Click to provide feedback about your experience using the Cisco
FindIT Network Manager and any suggestions for improvements.

Help

The online-help documentation for FindIT.

About FindIT

The version information for FindIT

Logout

Click to log out of FindIT.
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Network Map
This chapter contains the following sections:
• About Network Map, page 11

About Network Map
The Network Map provides a geographic map showing the location and status of each site in the network.
The number displayed on each site icon indicates the number of outstanding notifications that exist for that
site, and the color of the icon indicates the highest severity level outstanding. To see more information about
a site, click on the site icon.
The Network Map offers the following controls:
• Search box – Enter all or part of a device name, IP address, serial number or MAC address to locate
that device in the network. As you type, a list of matching devices is displayed. Hover over a device and
the corresponding site will be highlighted. Select a device and the corresponding site will be selected
and centered in the view.
• Refresh button – The Refresh button ????????
• Zoom controls – Use these controls to zoom in and out of the map. Click the plus sign to zoom in and
the minus sign to zoom out.
You may also click and drag anywhere in the map area to move the map in the Work pane. Clicking on a site
icon brings up the Basic Info panel for that site. The Basic Info panel contains the following information:
• Site name as defined in the Agent located at that site
• The WAN IP address for the site
• The physical address of the site
• The connection status
A count of the outstanding notifications for the site and a list of the ten most recent notifications
You may also carry out the following actions for a site from the Basic Info panel:
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• Click the globe icon to open the agent user interface which displays the Agent installed at the site in a
new window. The connection to the Agent is tunneled through the Manager, so no additional firewall
rules are required at the site to allow access.

Note

You will see a green connection symbol attached to the globe icon in the upper right of
the Agent interface. This shows that connection to the Agent is established through the
Manager UI.

• Click on the Actions button to display additional actions available for the site, and then click Remove
to delete this site and all associated data from the manager.
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Network Plug and Play
This chapter contains the following sections:
• About Network Plug and Play, page 13
• Network Requirements, page 13
• Setting Up Discovery Using DHCP, page 14
• Setting Up Discovery Using DNS, page 14

About Network Plug and Play
Network Plug and Play is a service that works in conjunction with Network Plug and Play enabled devices
to allow firmware and configuration to be managed centrally, and to allow zero-touch deployment of new
network devices. When installed, a Network Plug and Play enabled device will identify the Network Plug and
Play server through one of the components such as manual configuration, DHCP, DNS, or the Cisco redirection
service. The following sections provide more detail on the configuration of the Network Plug and Play service
in Cisco FindIT Network Manager.

Network Requirements
A Network Plug and Play device will automatically find the address of the Network Plug and Play server
using one of the following methods. Each method will be attempted in turn until an address is found or all
methods have failed. The methods used are, in order:
• Manual configuration—A Network Plug and Play enabled device may be manually configured with
the address of the server through the administration interface
• DHCP—The address of the server may be supplied to the device in the Vendor-specific Information
option
• DNS—If the DHCP Vendor-specific Information option has not been provided, then the device will
perform a DNS lookup for the server
• Cisco Redirection Service—Finally, if no other method has been successful, the device will attempt
to contact the Cisco redirection service. The redirection service will then direct the device to your server.
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Once the device has identified the server, it will contact the server and update firmware and configuration as
specified by the server

Setting Up Discovery Using DHCP
To discover the server address using DHCP, the device will send a DHCP discover message with option 60
that contains the string ciscopnp. The DHCP server must send a response containing the Vendor-specific
Information option (option 43). The device extracts the server address from this option and uses this address
to contact the server. An example of an option 43 string containing the address of a Network Plug and Play
server is 5A1N;B2;K4;I172.19.45.222;J80.
The option 43 string has the following components, delimited by semicolons:
• 5A1N—Specifies the DHCP sub-option for Plug and Play, active operation, version 1, no debug
information. It is not necessary to change this part of the string.
• B2—IP address type:
◦B1 = hostname
◦B2 = IPv4
• Ixxx.xxx.xxx.xxx—IP address or hostname of the server (following a capital letter i). In this
example, the IP address is 172.19.45.222
• Jxxxx—Port number to use to connect to the server. In this example, the port number is 80. The default
is port 80 for HTTP and port 443 for HTTPS.
• K4—Transport protocol to be used between the Cisco Plug and Play IOS Agent and the server:
◦K4 = HTTP (default)
◦K5 = HTTPS
• TtrustpoolBundleURL—Optional parameter that specifies the external URL of the trustpool bundle if
it is to be retrieved from a different location than the server. For example, to download the bundle from
a TFTP server at 10.30.30.10, you would specify the parameter like this:
Ttftp://10.30.30.10/ca.p7b
• If you are using trustpool security and you do not specify the T parameter, the device retrieves the
trustpool bundle from the server.
• Zxxx.xxx.xxx.xxx—IP address of the NTP server. This parameter is mandatory when using trustpool
security to ensure that all devices are synchronized.
Consult the documentation for your DHCP server for details on how to configure DHCP options.

Setting Up Discovery Using DNS
If DHCP discovery fails to get the IP address of the server, the device reverts to a DNS lookup method. Based
on the network domain name returned by the DHCP server, the device constructs a fully qualified domain
name (FQDN) for the server, using the preset hostname pnpserver.
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For example, if the DHCP server returns the domain name example.com, the device constructs the FQDN
pnpserver.example.com. It then uses the local name for the server to resolve the IP address for this
FQDN.
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Reports
This chapter contains the following sections:
• About Reports, page 17
• Viewing the Health Report, page 17
• Viewing the Eox Report, page 18
• Viewing the Maintenance Report, page 19

About Reports
The Reports option in the Cisco FindIT Network Manager provides a series of reports about your network
devices. The reports provided include:
• Health Report—Provides a high level view of the health of the network devices
• EOX Report—Shows any devices that have an End of Life bulletin published
• Maintenance Report—Lists all devices and their warranty state and whether the device has an active
support contract
The Search box located at the top of each report can be used to filter the results. Enter a text in the Search
box and click the search icon to limit the number of entries that are displayed with the matching text. The
results displayed in the table are updated automatically as you type.

Viewing the Health Report
The Health Report provides a high level view of the health of the network devices, taking into account both
software and hardware life-cycle status. The following table describes the information provided:
Table 4: Health Report

Field

Description

Site Name

The name of the site in which the device is located
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Field

Description

Device Type

The type of device

Firmware Version

Specifies the firmware version of the device and if a
later version is available

End of Life Status

Specifies if an End of Life bulletin has been
published for the device and the date of the next key
milestone in the End of Life process

Maintenance Status

Specifies if the device is currently under warranty or
covered by a support contract

The row in the table for a device that may require attention is color-coded to indicate the urgency. For example,
a device with a published End of Life bulletin will be colored orange if the End of Support milestone has
not been reached, and red if the device is no longer supported by Cisco.

Viewing the Eox Report
The EOX Report lists any devices that have an End of Life bulletin published, along with key dates in the
End of Life process, and the recommended replacement platform. The following table describes the information
provided:
Table 5:

Field

Description

Product ID

The product ID or part number of the device

Name

The hostname of the device

Device Type

The type of device

Current Status

The stage at which the End of Life process of the
product is at.

Date of Announcement

The date the End of Life bulletin was published

Last Date of Sale

The date after which the product will no longer be
sold by Cisco

Last Date of Software Releases

The date after which no more software versions will
be released for the product

Last Date for New Service Contract

The last date for taking out a new support contract on
the device
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Field

Description

Last Date for Service Renewal

The last date for renewing an existing support contract
on the device

Last Date of Support

The date after which Cisco will no longer provide
support for the product

Recommended Replacement

The recommended replacement product

Product Bulletin

The product bulletin number and a link to the bulletin
on the Cisco website

Each row of the table is color-coded to indicate the stage of the End of Life process the device is at. For
example, a device that has past the Last Date of Sale but not yet reached the Last Date of Support will be
colored orange, and a device that is past the Last Date of Support is colored red.

Viewing the Maintenance Report
TheMaintenance Report lists all network devices that includes the warranty and support contract status
information for each of them. The following table describes the information provided:
Table 6:

Field

Description

Name

The hostname of the device

Device Type

The type of device

Model

Model number of the device

Serial Number

The serial number for the device

Status

The current support status of the device

Coverage End Date

The date at which the current support contract will
expire

Warranty End Date

The date at which the warranty for the device will
expire

Each row of the table is color-coded to indicate the support status for the device. For example, a device that
is approaching the expiry date of the warranty or support contract will be colored orange, while a device that
is out of warranty and does not have a current support contract will be colored red.
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Administration
This chapter contains the following sections:
• About Administration, page 21
• Managing Users, page 21
• Changing Passwords, page 22
• Backing Up and Restoring the Manager Configuration, page 22

About Administration
The Administration option in the FindIT Network Manager allows you to manage the Manager software.
This option is broken up into a number of pages:
• User Management – Define user access to FindIT Network Manager
• Change Password – Change the password for the currently logged in user
• Backup & Restore – Backup and restore the configuration and other data for the Manager

Managing Users
The User Management page allows you to define users that can access FindIT Network, and also allows you
to implement password complexity requirements for those users.
FindIT Network supports two type of user—admin and operator. An admin has full access to the FindIT
Network features, while an operator can do everything except managing users.
By default, an admin that is created with the installation of an Agent has the username: cisco and password:
cisco.
Adding a New User
To add a new user, do the following:
1 Navigate to Administration > User Management
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2 Click the + plus icon to create a new user
3 In the fields provided, enter a username, password, and specify the user type
4 Click OK
Modifying a User
To modify an existing user, do the following:
1 Navigate to Administration > User Management
2 Select the radio button for the user to be changed, and then click the Edit icon
3 Change the user type and the password as required
4 Click OK
Deleting a User
To delete an existing user, do the following:
1 Navigate to Administration > User Management
2 Select the radio button for the user to be deleted, and click the Delete icon. You will see a notification
confirming your action.
Changing password complexity
To enable or change password complexity requirements, do the following:
1 Navigate to Administration > User Management
2 Modify the Local User Password Complexity settings as required

Changing Passwords
To change the password for the currently logged in user, do the following:
1 Navigate to Administration > Change Password
2 Specify the current password, new password, and confirm your new password in the appropriate fields
3 Click Save

Backing Up and Restoring the Manager Configuration
The configuration and other data used by FindIT Network Manager can be backed up for disaster recovery
purposes, or to allow the Manager to be easily migrated to a new host. Backups are encrypted with a password
in order to protect sensitive data.
To perform a backup, do the following:
1 Navigate to Administration > Backup & Restore
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2 Enter a password to encrypt the backup in the Password and Confirm Password fields in the Backup
box
3 Click Backup. A popup window will appear showing the progress of the backup. Larger systems may
require some time to complete the backup, so you may dismiss the progress meter and display it again
later with the View Status button.
When complete, the backup file will be showing in the table of backups at the bottom of the screen. You may
use the Action button in the table to download a backup file to your PC, restore a backup to the Manager, or
delete the backup file from the Manager.
To restore a configuration backup to the Manager, do the following:
1 Enter the password that was used to encrypt the backup in the Password field of the Restore box.
2 Click Upload/Restore to ????????
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