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or Front-side STACKING

or Distributed STACKING




Front-Side Stacking — 3560CX

Stacking using the 10G SFP+ Front Panel Ports Floor 2—Conference Rooms
20Gbps Full duplex Stacking Bandwidth | |
Stacking using the Fiber or Copper(MGig) Ports
Distance - Depends on the Optics Used

Front Panel 10G Port mode — Network Ports/Stack Ports
Max Switches part of Stack - 8
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Models Supported




10G SFP+ Transceiver Support

SFP-10G-LR
SFP-10G-SR
SFP-10G-LRM
SFP-10G-ER
SFP-10G-ZR

DWDM SFP+
SFP-H10GB-CU1M
SFP-H10GB-CU1-5M
SFP-H10GB-CU2M
SFP-H10GB-CU2-5M 15.2(3)E
SFP-H10GB-CU3M
SFP-H10GB-CUSM
SFP-H10GB-ACU7M
SFP-H10GB-ACU10M
SFP-10G-AOC1M
SFP-10G-AOC2M
SFP-10G-AOC3M
SFP-10G-AOC5M
SFP-10G-AOC7M
SFP-10G-AOC10M

WS-C3560CX-12PD-S

Catalyst 3560-CX Series WS-C3560CX-8XPD-S

el
CISCO



Configure a Switch Stack

Configuring a Network Port as Stack Port

el
CISCO

Network/St
ack Port

Network/St
ack Port

Switch1(config)#switch 1 hstack-port 1 tenGigabitEthernet 1/0/1
Do you want to continue?[confirm]
New Horizontal Stack port will be effective after next reload

Switch1(config)#switch 1 hstack-port 2 tenGigabitEthernet 1/0/2
Do you want to continue?[confirm]
New Horizontal Stack port will be effective after next reload

STATUS OF PORT PRIOR TO RELOAD

Switch1#show switch hstack-ports

Horizontal stack port status :

Te Ports Stack Port Operational Status Next Reload Status Media Type

Te1/0/1 NA N/W Port Stack Port Fiber
Te1/0/2 NA N/W Port Stack Port Fiber

STATUS OF PORT AFTER RELOAD

Switch1#show switch hstack-ports

Horizontal stack port status :

Te Ports Stack Port Operational Status Next Reload Status Media Type
Te1/0/1 1 Stack Port Stack Port Fiber
Te1/0/2 2 StaCk Por&zms Cisco ano‘%@%m@@/ﬁtmghls reserved. C\stE.tvaEem\al




Monitoring Switch Stack

CIsco

Command

Description

show controller ethernet-controller stack port {1
| 23

Displays stack port counters (or per-interface and
per-stack port send and receive statistics read from
the hardware).

show platform stack compatibility

Displays information about HULC feature
compatibility.

show platform stack manager all

Displays all stack manager information, such as the
stack protocol version.

show platform stack passive-links

Displays information about stack passive links.

show switch

Displays summary information about the stack,
including the status of provisioned switches and
switches in version-mismatch mode.

show switch stack-member-number

Displays information about a specific member.

show switch detail

Displays detailed information about the stack.

show switch neighbors

Displays the stack neighbors.

show switch stack-ports

Displays port information for the stack.




Monitoring Switch Stack - Contd

Switchl#sh switch detail
Switch/Stack Mac Address : f@b2.e557.0d00

Switchl#sh

H/W Current

Mac Address Priority Version

.e557.0doo
.e5ce.3280
.18@d.co80
.18@d.6a00

Stack Port Status Neighbors
Port 1 Port 1 Port 2

Switchl#sh ver | beg Switch Ports
Switch Ports Model

WS-C3560CX-12PD-S
WS-C3560CX-12PD-S
WS-C3560CX-8XPD-S
WS-C3560CX-8XPD-S

Stack Ring
Stack Ring
Stack Ring

¥
.

Switchl#sh

Stack Ring
Stack Ring
Stack Ring

SW Version

15.2(4.1.9)E
15.2(4.1.9)E
15.2(4.1.9)E
15.2(4.1.9)E

sw stack-ring speed

Speed : 106G
Configuration: Half
Protocol : FlexStack

sw stack-ring sp
sw stack-ring speed

Speed : 106G
Configuration: Full
Protocol : FlexStack

C3560CX-UNIVERSALK9-M
C3560CX-UNIVERSALK9-M
C3560CX-UNIVERSALK9-M
C3560CX-UNIVERSALK9-M







