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*Aug 23 12:57:18.803: ISDN BR0/0/0 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:57:18.803: ISDN BR0/0/0 Q931: Sending SETUP  callref = 0x0001 
callID = 0x8005 switch = basic-net3 interface = User 
*Aug 23 12:57:18.803: ISDN BR0/0/0 Q931: TX -> SETUP pd = 8  callref = 
0x01 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0797203223' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:57:18.919: ISDN BR0/0/0 Q931: RX <- CALL_PROC pd = 8  callref 
= 0x81 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:57:19.843: ISDN BR0/0/0 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x81 
        Cause i = 0x83B9 - Bearer capability not presently authorized 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:57:19.843: ISDN BR0/0/0 Q931: TX -> RELEASE pd = 8  callref = 
0x01 
        Cause i = 0x80B9 - Bearer capability not presently authorized 
*Aug 23 12:57:19.899: ISDN BR0/0/0 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x81 
*Aug 23 12:57:19.907: ISDN BR0/0/1 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:57:19.907: ISDN BR0/0/1 Q931: Sending SETUP  callref = 0x0002 
callID = 0x8006 switch = basic-net3 interface = User 
*Aug 23 12:57:19.907: ISDN BR0/0/1 Q931: TX -> SETUP pd = 8  callref = 
0x02 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 



                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0797203223' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:57:20.091: ISDN BR0/0/1 Q931: RX <- CALL_PROC pd = 8  callref 
= 0x82 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:57:21.247: ISDN BR0/0/1 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x82 
        Cause i = 0x83B9 - Bearer capability not presently authorized 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:57:21.247: ISDN BR0/0/1 Q931: TX -> RELEASE pd = 8  callref = 
0x02 
        Cause i = 0x80B9 - Bearer capability not presently authorized 
*Aug 23 12:57:21.327: ISDN BR0/0/1 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x82 
*Aug 23 12:57:21.335: ISDN BR0/1/0 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:57:21.335: ISDN BR0/1/0 Q931: Sending SETUP  callref = 0x0003 
callID = 0x8007 switch = basic-net3 interface = User 
*Aug 23 12:57:21.335: ISDN BR0/1/0 Q931: TX -> SETUP pd = 8  callref = 
0x03 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0797203223' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:57:21.507: ISDN BR0/1/0 Q931: RX <- CALL_PROC pd = 8  callref 
= 0x83 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:57:22.443: ISDN BR0/1/0 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x83 
        Cause i = 0x83B9 - Bearer capability not presently authorized 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 



                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:57:22.443: ISDN BR0/1/0 Q931: TX -> RELEASE pd = 8  callref = 
0x03 
        Cause i = 0x80B9 - Bearer capability not presently authorized 
*Aug 23 12:57:22.503: ISDN BR0/1/0 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x83 
*Aug 23 12:57:22.511: ISDN BR0/1/1 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:57:22.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:23.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:24.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:25.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:26.511: ISDN BR0/1/1 Q931: Ux_DLRelInd: DL_REL_IND received 
from L2 
*Aug 23 12:57:26.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:28.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:29.511: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:57:30.511: ISDN BR0/1/1 Q931: L3_ShutDown: Shutting down ISDN 
Layer 3 
*Aug 23 12:57:30.563: %LINK-3-UPDOWN: Interface BRI0/1/1, changed state 
to down 
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*Aug 23 12:58:32.507: ISDN BR0/0/0 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:58:32.511: ISDN BR0/0/0 Q931: Sending SETUP  callref = 0x0004 
callID = 0x8009 switch = basic-net3 interface = User 
*Aug 23 12:58:32.511: ISDN BR0/0/0 Q931: TX -> SETUP pd = 8  callref = 
0x04 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0021266014' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:58:32.619: ISDN BR0/0/0 Q931: RX <- SETUP_ACK pd = 8  callref 
= 0x84 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:58:38.435: ISDN BR0/0/0 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x84 
        Cause i = 0x8381 - Unallocated/unassigned number 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:58:38.435: ISDN BR0/0/0 Q931: TX -> RELEASE pd = 8  callref = 
0x04 
        Cause i = 0x8081 - Unallocated/unassigned number 
*Aug 23 12:58:38.491: ISDN BR0/0/0 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x84 
*Aug 23 12:58:38.499: ISDN BR0/0/1 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:58:38.499: ISDN BR0/0/1 Q931: Sending SETUP  callref = 0x0005 
callID = 0x800A switch = basic-net3 interface = User 
*Aug 23 12:58:38.499: ISDN BR0/0/1 Q931: TX -> SETUP pd = 8  callref = 
0x05 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0021266014' 



                Plan:Unknown, Type:Unknown 
*Aug 23 12:58:38.691: ISDN BR0/0/1 Q931: RX <- SETUP_ACK pd = 8  callref 
= 0x85 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:58:44.847: ISDN BR0/0/1 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x85 
        Cause i = 0x839F - Normal, unspecified 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:58:44.851: ISDN BR0/0/1 Q931: TX -> RELEASE pd = 8  callref = 
0x05 
        Cause i = 0x809F - Normal, unspecified 
*Aug 23 12:58:44.911: ISDN BR0/0/1 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x85 
*Aug 23 12:58:44.919: ISDN BR0/1/0 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:58:44.919: ISDN BR0/1/0 Q931: Sending SETUP  callref = 0x0006 
callID = 0x800B switch = basic-net3 interface = User 
*Aug 23 12:58:44.919: ISDN BR0/1/0 Q931: TX -> SETUP pd = 8  callref = 
0x06 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0021266014' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:58:45.095: ISDN BR0/1/0 Q931: RX <- SETUP_ACK pd = 8  callref 
= 0x86 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:58:51.251: ISDN BR0/1/0 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x86 
        Cause i = 0x839F - Normal, unspecified 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 



                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:58:51.251: ISDN BR0/1/0 Q931: TX -> RELEASE pd = 8  callref = 
0x06 
        Cause i = 0x809F - Normal, unspecified 
*Aug 23 12:58:51.319: ISDN BR0/1/0 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x86 
*Aug 23 12:58:51.323: ISDN BR0/1/1 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:58:51.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:51.375: %LINK-3-UPDOWN: Interface BRI0/1/1, changed state 
to up 
*Aug 23 12:58:52.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:53.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:54.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:55.323: ISDN BR0/1/1 Q931: Ux_DLRelInd: DL_REL_IND received 
from L2 
*Aug 23 12:58:55.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:55.327: ISDN BR0/0/0 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:58:55.327: ISDN BR0/0/0 Q931: Sending SETUP  callref = 0x0007 
callID = 0x800D switch = basic-net3 interface = User 
*Aug 23 12:58:55.327: ISDN BR0/0/0 Q931: TX -> SETUP pd = 8  callref = 
0x07 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0021266014' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:58:55.439: ISDN BR0/0/0 Q931: RX <- SETUP_ACK pd = 8  callref 
= 0x87 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:58:57.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:58.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:59.323: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:58:59.327: ISDN BR0/1/1 Q931: L3_ShutDown: Shutting down ISDN 
Layer 3 
*Aug 23 12:58:59.379: %LINK-3-UPDOWN: Interface BRI0/1/1, changed state 
to down 
*Aug 23 12:59:01.275: ISDN BR0/0/0 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x87 
        Cause i = 0x8381 - Unallocated/unassigned number 



        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:59:01.279: ISDN BR0/0/0 Q931: TX -> RELEASE pd = 8  callref = 
0x07 
        Cause i = 0x8081 - Unallocated/unassigned number 
*Aug 23 12:59:01.335: ISDN BR0/0/0 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x87 
*Aug 23 12:59:01.339: ISDN BR0/0/1 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:59:01.339: ISDN BR0/0/1 Q931: Sending SETUP  callref = 0x0008 
callID = 0x800E switch = basic-net3 interface = User 
*Aug 23 12:59:01.339: ISDN BR0/0/1 Q931: TX -> SETUP pd = 8  callref = 
0x08 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0021266014' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:59:01.539: ISDN BR0/0/1 Q931: RX <- SETUP_ACK pd = 8  callref 
= 0x88 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:59:07.515: ISDN BR0/0/1 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x88 
        Cause i = 0x8381 - Unallocated/unassigned number 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:59:07.519: ISDN BR0/0/1 Q931: TX -> RELEASE pd = 8  callref = 
0x08 
        Cause i = 0x8081 - Unallocated/unassigned number 



*Aug 23 12:59:07.591: ISDN BR0/0/1 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x88 
*Aug 23 12:59:07.595: ISDN BR0/1/0 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:59:07.595: ISDN BR0/1/0 Q931: Sending SETUP  callref = 0x0009 
callID = 0x800F switch = basic-net3 interface = User 
*Aug 23 12:59:07.595: ISDN BR0/1/0 Q931: TX -> SETUP pd = 8  callref = 
0x09 
        Bearer Capability i = 0x8890 
                Standard = CCITT 
                Transfer Capability = Unrestricted Digital 
                Transfer Mode = Circuit 
                Transfer Rate = 64 kbit/s 
        Channel ID i = 0x81 
                Preferred, B1 
        Progress Ind i = 0x8183 - Origination address is non-ISDN 
        Calling Party Number i = 0x0080, '0108' 
                Plan:Unknown, Type:Unknown 
        Called Party Number i = 0x80, '0021266014' 
                Plan:Unknown, Type:Unknown 
*Aug 23 12:59:07.771: ISDN BR0/1/0 Q931: RX <- SETUP_ACK pd = 8  callref 
= 0x89 
        Channel ID i = 0x89 
                Exclusive, B1 
*Aug 23 12:59:13.719: ISDN BR0/1/0 Q931: RX <- DISCONNECT pd = 8  callref 
= 0x89 
        Cause i = 0x8381 - Unallocated/unassigned number 
        Facility i = 
0x91A11A020200800201233011300FA10D810346522EA206810100820101 
                Protocol Profile = Remote Operations Protocol 
                
0xA11A020200800201233011300FA10D810346522EA206810100820101 
                Component = Invoke component 
                        Invoke Id = 128 
                        Operation = AOCECurrency 
                                Currency = FR. 
                                Currency amount = 0, Multiplier = 1/100 
                                AOC-E Charging association Charge 
Identifier 0 
        Display i = 'FR. 0.00' 
*Aug 23 12:59:13.723: ISDN BR0/1/0 Q931: TX -> RELEASE pd = 8  callref = 
0x09 
        Cause i = 0x8081 - Unallocated/unassigned number 
*Aug 23 12:59:13.779: ISDN BR0/1/0 Q931: RX <- RELEASE_COMP pd = 8  
callref = 0x89 
*Aug 23 12:59:13.787: ISDN BR0/1/1 Q931: Applying typeplan for sw-type 
0x1 is 0x0 0x0, Calling num 0108 
*Aug 23 12:59:13.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:13.839: %LINK-3-UPDOWN: Interface BRI0/1/1, changed state 
to up 
*Aug 23 12:59:14.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:15.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:16.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:17.787: ISDN BR0/1/1 Q931: Ux_DLRelInd: DL_REL_IND received 
from L2 



*Aug 23 12:59:17.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:19.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:20.787: ISDN BR0/1/1 **ERROR**: handle_l2d_srq_mail: Layer 
1 inactive 
*Aug 23 12:59:21.787: ISDN BR0/1/1 Q931: L3_ShutDown: Shutting down ISDN 
Layer 3 
*Aug 23 12:59:21.839: %LINK-3-UPDOWN: Interface BRI0/1/1, changed state 
to down 
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