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NAP#ping cra

Type escape sequence to abort.
Sending 5, 100-byte ICMP Echos to 201.1.0.2, timeout is 2 seconds:
.....
Success rate is 0 percent (0/5)
NAP#show ip route cra
Routing entry for 201.1.0.2/32
  Known via "bgp 1", distance 200, metric 65
  Tag 65001, type internal
  Last update from 150.1.0.2 00:05:44 ago
  Routing Descriptor Blocks:
  * 150.1.0.2, from 192.168.1.5, 00:05:44 ago
      Route metric is 65, traffic share count is 1
      AS Hops 1

NAP#show run
Building configuration...

Current configuration : 1962 bytes
!
version 12.2
service timestamps debug uptime
service timestamps log uptime
no service password-encryption
!
hostname NAP
!
enable secret 5 $1$.BUr$S7kf4SDLXdYLvPkagDpgL.
!
memory-size iomem 10
ip subnet-zero
!
!
ip tcp synwait-time 5
no ip domain-lookup
ip host GWB 201.1.0.4 150.1.0.6
ip host CRB 201.1.0.3
ip host CRA 201.1.0.2
ip host GWA 201.1.0.1 150.1.0.2
ip host EXT 201.99.16.1
ip host PE3 192.168.1.3
ip host PE2 192.168.1.2
ip host NAP 192.168.1.1
ip host P 192.168.1.5
!
ip cef
call rsvp-sync
!
!
!
!
!
!
!
!
interface Loopback0
 ip address 192.168.1.1 255.255.255.255
!
interface FastEthernet0/0
 no ip address
 shutdown
 duplex auto
 speed auto
!
interface Serial0/0
 no ip address
 encapsulation frame-relay
 no fair-queue
!
interface Serial0/0.1 point-to-point
 description *** Link to P ***
 ip address 192.168.1.18 255.255.255.252
 ip router isis
 frame-relay interface-dlci 110
!
interface Serial0/0.100 point-to-point
 description *** Link to EXT ***
 ip address 150.1.10.1 255.255.255.252
 frame-relay interface-dlci 114
!
interface FastEthernet0/1
 no ip address
 shutdown
 duplex auto
 speed auto
!
interface Serial0/1
 no ip address
 shutdown
!
router isis
 passive-interface FastEthernet0/0
 passive-interface Serial0/0.100
 passive-interface Loopback0
 net 49.0001.0000.0000.0001.00
 is-type level-2-only
 metric-style wide
!
router bgp 1
 no synchronization
 bgp log-neighbor-changes
 network 192.168.1.1 mask 255.255.255.255
 neighbor 150.1.10.2 remote-as 99
 neighbor 192.168.1.5 remote-as 1
 neighbor 192.168.1.5 update-source Loopback0
 no auto-summary
!
ip classless
ip route 0.0.0.0 0.0.0.0 128.107.214.97
ip route 0.0.0.0 0.0.0.0 128.107.215.33
no ip http server
ip pim bidir-enable
!
!
!
dial-peer cor custom
!
!
!
!
line con 0
 exec-timeout 0 0
 privilege level 15
 logging synchronous
 ip netmask-format decimal
line aux 0
line vty 0 4
 privilege level 15
 logging synchronous
 no login
!
no scheduler allocate
end

NAP#telnet pe2
Trying PE2 (192.168.1.2)... Open

PE2#show ip route cra
Routing entry for 201.1.0.2/32
  Known via "bgp 1", distance 20, metric 65
  Tag 65001, type external
  Last update from 150.1.0.2 00:06:13 ago
  Routing Descriptor Blocks:
  * 150.1.0.2, from 150.1.0.2, 00:06:13 ago
      Route metric is 65, traffic share count is 1
      AS Hops 1

PE2#show ip route nap
Routing entry for 192.168.1.1/32
  Known via "isis", distance 115, metric 20, type level-2
  Redistributing via isis
  Last update from 192.168.1.21 on Serial0/0.1, 00:06:31 ago
  Routing Descriptor Blocks:
  * 192.168.1.21, from 192.168.1.1, via Serial0/0.1
      Route metric is 20, traffic share count is 1

PE2#telnet gwa
Trying GWA (201.1.0.1)... Open

GWA#show ip route nap
Routing entry for 192.168.1.1/32
  Known via "bgp 65001", distance 20, metric 0
  Tag 1, type external
  Last update from 150.1.0.1 00:06:07 ago
  Routing Descriptor Blocks:
  * 150.1.0.1, from 150.1.0.1, 00:06:07 ago
      Route metric is 0, traffic share count is 1
      AS Hops 1

GWA#telnet cra
Trying CRA (201.1.0.2)... Open

CRA#show ip route nap
% Network not in table
CRA#ping nap

Type escape sequence to abort.
Sending 5, 100-byte ICMP Echos to 192.168.1.1, timeout is 2 seconds:
!!!!!
Success rate is 100 percent (5/5), round-trip min/avg/max = 228/317/492 ms
CRA#show run
Building configuration...

Current configuration : 1725 bytes
!
version 12.2
service timestamps debug uptime
service timestamps log uptime
no service password-encryption
!
hostname CRA
!
enable secret 5 $1$kyu5$EQAr1o3t9x0/ZVhKH0zZf/
!
memory-size iomem 10
ip subnet-zero
!
!
ip tcp synwait-time 5
no ip domain-lookup
ip host GWB 201.1.0.4 150.1.0.6
ip host CRB 201.1.0.3
ip host CRA 201.1.0.2
ip host GWA 201.1.0.1 150.1.0.2
ip host EXT 201.99.16.1
ip host PE3 192.168.1.3
ip host PE2 192.168.1.2
ip host NAP 192.168.1.1
ip host P 192.168.1.5
!
call rsvp-sync
!
!
!
!
!
!
!
!
interface Loopback0
 ip address 201.1.0.2 255.255.255.255
!
interface Loopback1
 ip address 201.1.1.1 255.255.255.0
 ip ospf network point-to-point
!
interface FastEthernet0/0
 no ip address
 shutdown
 duplex auto
 speed auto
!
interface Serial0/0
 no ip address
 encapsulation frame-relay
 no fair-queue
!
interface Serial0/0.1 point-to-point
 description *** Link to GWA ***
 ip address 10.1.0.5 255.255.255.252
 frame-relay interface-dlci 721
!
interface Serial0/0.2 point-to-point
 description *** Link to CRB ***
 ip address 10.1.0.1 255.255.255.252
 frame-relay interface-dlci 723
!
interface BRI0/0
 no ip address
 shutdown
!
interface FastEthernet0/1
 no ip address
 shutdown
 duplex auto
 speed auto
!
interface Serial0/1
 no ip address
 shutdown
!
router ospf 1
 log-adjacency-changes
 network 0.0.0.0 255.255.255.255 area 0
!
ip classless
ip route 0.0.0.0 0.0.0.0 128.107.214.97
ip route 0.0.0.0 0.0.0.0 128.107.215.33
no ip http server
ip pim bidir-enable
!
!
!
dial-peer cor custom
!
!
!
!
line con 0
 exec-timeout 0 0
 privilege level 15
 logging synchronous
 ip netmask-format decimal
line aux 0
line vty 0 4
 privilege level 15
 logging synchronous
 no login
!
no scheduler allocate
end
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