
OSPF BACKBONE AREA 0
Default-information Originate

Vmware vSwitch Network
vSwitch0: 192.168.1.141/24 (native vlan)

vSwitch1: 172.16.11.10/24 (vlan 11)
vSwitch: 172.16.12.10/24 (vlan12)

L2 SWITCHING

Cisco 1841
172.13.80.97

Lo0: 1.1.1.1/32

Vmware ESXi
192.168.1.140

Cisco 3750
Collapse Core/Dist SW

192.168.1.3
Lo0: 2.2.2.2

SVI: 172.16.11.1/24
SVI: 172.16.12.1/24

Citrix NetScaler VPX 2
192.168.1.171

Modem
172.13.80.102
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High-Availability

Ether Channel 1
2 x nic (source mac)

Citrix NetScaler VPX 1
192.168.1.170

Vmware ESXi
192.168.1.141

Ether Channel 2
2 x nic (source mac)

Remote Data Center (Proving Grounds)

REV 1 Jeffrey Baello 7/24/2014

vMotion

Cisco ASA 5505
VLAN1: 192.168.1.1/24

VLAN2: 172.13.80.98/29

Cisco ASA 5505
VLAN1: 192.168.1.1/24

VLAN2: 172.13.80.98/29

CentOS
NIC1: 192.168.1.180
NIC2: 172.16.11.50

CentOS
NIC1: 192.168.1.181
NIC2: 172.16.12.50
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