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VID            SVI IP Address       HSRP IP Address   
Vlan2         192.168.0.20          192.168.0.21  
Vlan3         192.168.2.4             192.168.2.1   
Vlan4         192.168.4.4             192.168.4.1     
Vlan5         192.168.60.11        192.168.60.1 
Vlan6          192.168.61.7          192.168.61.1 
Vlan8          192.168.8.4            192.168.8.1  
Vlan10        192.168.3.38          192.168.3.1
Vlan28       
Vlan29       
Vlan30      
Vlan31     
Vlan51       
Vlan52      192.168.52.4      192.168.52.1
Vlan53      
Vlan54      
Vlan55      
Vlan56      
Vlan102   
Vlan 121   
Vlan122    
Vlan123   
Vlan124   
Vlan125    
Vlan126    

vPC
Role – Primary    

HSRP
State – Active

OSPF
Router ID – 192.168.1.242 (loopback0)
Area – 0
OSPF interface – loopback0, SVI 2, SVI 3, SVI 4, SVI 5, SVI 6, SVI 8,

SVI 10, SVI 52 – cost 40

VID             SVI IP Address       HSRP IP Address   
Vlan2         192.168.0.19          192.168.0.21   
Vlan3         192.168.2.3            192.168.2.1  
Vlan4         192.168.4.3            192.168.4.1     
Vlan5         192.168.60.10       192.168.60.1 
Vlan6         192.168.61.6         192.168.61.1 
Vlan8         192.168.8.3           192.168.8.1  
Vlan10       192.168.3.37         192.168.3.1
Vlan28      
Vlan29      
Vlan30    
Vlan31     
Vlan51      
Vlan52      192.168.52.3      192.168.52.1
Vlan53     
Vlan54     
Vlan55     
Vlan56     
Vlan102   
Vlan 121   
Vlan122   
Vlan123   
Vlan124  
Vlan125    
Vlan126    

vPC
Role – Secondary    

HSRP
State – Standby

OSPF
Router ID – 192.168.1.243 (loopback0)  
Area – 0 
OSPF interface – loopback0, SVI 2, SVI 3, SVI 4, SVI 5, SVI 6, SVI 8,

SVI 10, SVI 52 – cost 50
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