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3750 Core stacked (12 Port Gig)
10.0.0.30/8 (VLAN1, 10 & 20)
GW 10.0.0.1
Routing enabled
VTP server
bridge root primary

Po 1

3750 Server Farm (24 port)
10.0.0.16/8 (VLAN1)
GW 10.0.0.30
VTP client

Trunk - All VLANs permitted

3750 Equipment  (12 Port Gig)
10.0.0.28/8 (VLAN1)
GW 10.0.0.30
Routing enabled
VTP Client
bridge Secondary

3750 Prodeng (48 port)
10.0.0.21/8 (VLAN1 & 10)
GW 10.0.0.30
VTP client
VLAN 10

Po 3

3548 HR (24 port)
10.0.0.2/8 (VLAN1)
GW 10.0.0.30
VTP client

3750 M Office (48 port)
10.0.0.5/8 (VLAN1)
GW 10.0.0.30
VTP client

3548 HR2 (24 port)
10.0.0.20/8 (VLAN1)
GW 10.0.0.30
VTP client

3750 M Office2 (48 port)
10.0.0.2/8 (VLAN1)
GW 10.0.0.30
VTP client

3548 HR3 (24 port)
10.0.0.3/8 (VLAN1)
GW 10.0.0.30
VTP client

3524 warehouse (24 port)
10.0.0.27/8 (VLAN1)
GW 10.0.0.30
VTP client

3750 Capex (48 port)
10.0.0.9/8 (VLAN1)
GW 10.0.0.30
VTP client

2916 P7 (48 port)
10.0.0.6/8 (VLAN1)
GW 10.0.0.30
VTP client

3524 M Gate (48 port)
10.0.0.50/8 (VLAN1)
GW 10.0.0.30
VTP client

3524 QA (24 port)
10.0.0.17/8 (VLAN1)
GW 10.0.0.30
VTP client

3750 T Bunker (48 port)
10.0.0.55/8 (VLAN1)
GW 10.0.0.30
VTP client
VLAN 10

3750 W Office (48 port)
10.0.0.12/8 (VLAN1)
GW 10.0.0.30
VTP client
VLAN 10

3548 Prep office (48 port)
10.0.0.19/8 (VLAN1)
GW 10.0.0.30
VTP client
VLAN 10

3524 P House (24 port)
10.0.0.18/8 (VLAN1)
GW 10.0.0.30
VTP client


