Observation on Ethernet Mode
Location - A

Test – 1
Ethernet Switch Configuration:
     Mode- Half duplex
     Speed- 10 Mbps
Observation- 
The Ethernet LED won’t blink.

Test – 2
Ethernet Switch Configuration:
    Mode- Half duplex
    Speed- 100 Mbps
Observation- 
The Ethernet LED won’t blink.

Test – 3
Ethernet Switch Configuration:
     Mode- Full duplex
     Speed- 10 Mbps
Observation- 
The device is Working fine.

Test – 4
Ethernet Switch Configuration:
    Mode- Full duplex
    Speed- 100 Mbps
Observation- 
The Ethernet LED found blinking but it failed to connect with server.

Test – 4
Ethernet Switch Configuration:
    Mode- Auto
    Speed- Auto
Observation- 
The Ethernet LED found blinking but it failed to connect with server.


Location name- B

Test – 1
Ethernet Switch Configuration:
    Mode- Auto
    Speed- Auto
Observation- 
The device is Working fine.

Here, with other Switch configuration, Ethernet is not working.






Location name- C

Here when configuration of switch is set to the auto mode, it starts working. But, after 2 days Ethernet Stops working (The Ethernet LED not blinking and failed to connect with server.)

But when again configuration of switch changes to 100mbps and full-duplex it starts working fine.

Location name- D

Here when configuration of switch to auto mode and the device starts working.
After that when LAN cable is disconnected from the device and connected again, then the Ethernet Stops working
 
But when again configuration of switch changes to 100mbps full-duplex mode it started working fine.


Location name- E

Ethernet was not at all connecting to the network. The Ethernet ic is heating too much. What could be the reason of this heating?
