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EDID Request-1920x1080 @60hz
Signal response-1920X1200P@59.88Hz

E Lightware Device Controller

Resolution: 1920x1200p@59.888Hz

Horizontal resolution:
Vertical resoluticn:
Active pix
Active lines:
Vertical back porch:
Vertical front porch:
Vertical sync width:
Horizontal back porch:
Horizontal front porch:
Horizontal sync width:
Actual display area | VSYNC frequency:
VSYNC polarity:

Full vertical frame

Measured pixel clock:

2592 pixels
1245 lines
1920 pixels
1200 lines
42 lines

3 lines

6 lines

6 pixels
200 pixels
509.888 Hz
positive
74.56 kHz

N/A

Input 2 -

No sync screen

Status
+5V present
Signal present
Signal type
HDCP

Signal info
Resolution
Scan
Color depth

Color space

Frame detector

Frame detector

Emulated EDID
EDID Memory
Manufacturer

Monitor name

Preferred resolution

Configure

present
present
HDMI

none

1920x1200p60
progressive

8 bits per pixel
RGB

Frame detector

F48

Univ_HDMI_ALL
1920x1080@60.00Hz




ooting Time

UMX-HDMI-140 Crosspoint

Video & Audio

Control Settings

HDMI 2 DP 13 DVID E HDMI properties - UMX-HDMI-140 - Lightware Device Controller

=) == A= Input 2 -
STatus
+5V present
Signal present
Signal type
HDCP

Signal info
Resolution
AUDIO Scan
AUDIOT HDMI > 3 D Color depth

@)

Color space

Frame detector

Frame detector

Emulated EDID
EDID Memory
Manufacturer

O Type here to search

present
present
HDMI

none

B ¢ colion 3
8 bits per pixel
RGB

Frame detector

D1 (HDMIOUT)

Advanced view




