
VOICE B2B HA CONFIGURATION SCREEN SHOTS 
 

1. CONFIGURE B2B HA DATA LINK BETWEEN THE TWO ROUTERS, SPECIFYING THE LOCAL 
AND PEER IPv4 PHYSICAL INTERFACE ADDRESSES 

 



 
 

2. CONFIGURE HSRP, VIRTUAL IPv4 ADDRESS ON THE ETHERNET INTERFACE 

 
 



 
3. CONFIGURE ROUTER FOR INTER-DEVICE REDUNDANCY (SPECIFYING HSRP SCHEME 

NAME USED IN STEP 2).  THIS STEP WILL INDUCE PLATFORM RELOAD BEFORE 
PROCEEDING FURTHER. 

 
 



 
4. FOR SIP-SIP CALLS, APPLY REDUNDANCY AND SIP BIND CONFIGURATION 

 



 
5. APPLY MEDIA INACTIVITY TIMER CONFIGURATION FOR CALL DISCONNECT HANDLING 

AFTER SWITCHOVER 

 



 
6. APPLY SIMILAR CONFIGURATION ON THE SECOND ROUTER 

 
7. RELOAD BOTH ROUTERS 

 
8. VERIFY REDUNDANCY STATE ON BOTH ROUTERS 

 



 
ACTIVE: 

 
 



STANDBY: 

 
 
 
 
 
 
 
 
SIP-SIP CALL SCREENSHOTS 
 

1. SET UP SIP-SIP CALL; CALL IS ESTABLISHED ON ACTIVE, AND CHECKPOINTED TO 
STANDBY. 

 
ACTIVE: 



 
 



 
STANDBY: 

 
 
 
 
 
 



 
2. RELOAD ACTIVE ROUTER. 

 
ACTIVE->RELOAD: 

 
 
 
 
 
 
 
 



 
3. STANDBY TAKES OVER AS NEW ACTIVE, CALL IS STILL PRESERVED 

 
STANDBY->NEW ACTIVE: 

 
 
 



 
4. PREVIOUS ACTIVE RELOADS AS NEW STANDBY, CALL IS PRESERVED ON STANDBY 

 
NEW STANDBY: 

 
 
 
 



 
NEW ACTIVE: 

 
 
 


