



Core SW
  Ip dhcp excluded-address  172.16.30.1   172.16.30.2
  Ip dhcp excluded-address  172.30.18.1   172.30.18.2
  Ip dhcp excluded-address  172.40.18.1  172.40.18.2

Vlan 430					Vlan 230					Vlan 330
Name LAP-connected-to-Core			Name SSID-EAMCO				Name SSID-Guest
Interface Vlan 430				Interface Vlan 230				Interface Vlan 330
Ip address 172.16.30.1				ip address 172.30.18.1				ip address 172.40.18.1

IP DHCP Pool LAP-connected-to-Core		IP DHCP Pool SSID-EAMCO				IP DHCP Pool  SSID-Guest
Network 172.16.30.0 255.255.255.0		network     172.30.18.0   255.255.255.0		network 172.40.18.0 255.255.255.0
Default-router    172.16.30.1			default-router  172.30.18.1			Default-router 172.40.18.1
Option 43 Hex    f104.0a0a.1e02			Dns-server  10.10.10.111				Dns-server 10.10.10.111

Distributed  SW
  Ip dhcp excluded-address  172.16.40.1   172.16.40.2
  Ip dhcp excluded-address  172.50.18.1   172.50.18.2
  Ip dhcp excluded-address  172.60.18.1  172.60.18.2

Vlan 530					Vlan 630					Vlan 730
Name LAP-connected-to-Distribute			Name SSID-EAMCO				Name SSID-Guest
Interface Vlan 530				Interface Vlan 630				Interface Vlan 730
Ip address 172.16.40.1				ip address 172.50.18.1				ip address 172.60.18.1

IP DHCP Pool LAP-connected-to-Distributed		IP DHCP Pool SSID-EAMCO				IP DHCP Pool  SSID-Guest
Network 172.16.40.0 255.255.255.0		network     172.50.18.0   255.255.255.0		network 172.60.18.0 255.255.255.0
Default-router    172.16.40.1			default-router  172.50.18.1			Default-router 172.60.18.1
Option 43 Hex    F104.0a0a.1e02			Dns-server  10.10.10.111				Dns-server 10.10.10.111
Controller 
Create Four dynamic interfaces 
· EAMCO-Core    vlan 230   
     IP : 172.30.18.2    Mask : 255.255.255.0    Gateway : 172.30.18.1	
· Guest-Core       vlan 330
     IP : 172.40.18.2    Mask : 255.255.255.0    Gateway : 172.40.18.1	
· EAMCO-Distributed    vlan 630
     IP : 172.50.18.2    Mask : 255.255.255.0    Gateway : 172.50.18.1  
· Guest-Distributed       vlan 730
     IP : 172.60.18.2    Mask : 255.255.255.0    Gateway : 172.60.18.1
Create Four WLAN 
· SSID EAMCO.Core         interface  :  EAMCO-Core
· SSID EAMCO.Dist        interface  :  EAMCO-Distributed    
· SSID Guest.Core         interface  :  Guest-Core    
· SSID Guest.Dist         interface  :  Guest-Distributed    
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