
WLC
Cisco 5508

10.182.129.22

ACME 
(Partner Organisation)

Switch
sw-test

C3850-12X48U
192.168.1.1

Switch
sw-man

C3850-12X48U
10.180.10.10

Switch
Core-vss
C6807-XL 

10.180.10.254

WLC
Cisco 5508 (8.2.166.0) x2

10.180.10.250

Gi1/0/35
(192.168.1.2)

Gi1/0/1
(192.168.1.1)

switch
sw-dmz

-

Gi1/1/2
(192.168.10.2)

Gi1/1/1
(192.168.10.1)

AP
AP-TEST1

AIR-AP3802I-E-K9
VL100: 192.168.2.10

Te2/0/47
VL555

(?)

Gi1/0/4
(VL100)

Laptop

192.168.2.x

Gi1/0/2
(VL100)

Performance:
 TCP = 450mb/s
UDP = 450mb/s Performance:

TCP = 1mb/s 
UDP = 100mb/s

client network
192.168.2.0/24

stub network
192.168.1.0/24

DHCP
vl100

ip
router

ip
router

switch
sw-remote
c3850-48p

10.182.10.1

ACME
Infrastructure

AP
AP_Remote_z

AIR-AP3802I-E-K9
AIR-CAP3502I-E-K9

192.168.11.x

AP
AP-TEST1

AIR-AP3802I-E-K9
VL50: 192.168.50.10

ACME
Firewall

ip
router

te1/0/48
(Trunk)

Gi1/0/48
(Trunk)

Corporate SSIDs

Centrally switced:

Corporate1 (psk)
Corporate2 (AD auth)

Locally switched:

Local1 (psk + MAC)

Po3 Te1/2/1 & Te2/2/2
Po4 Te1/2/2 Te2/2/1

(Trunk)

Performance:
TCP = 66mb/s
UPD =  74mb/s

Same AP – just moved between 
sw-test & sw-man for

Testing.

stub network
192.168.10.0/24
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